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Performance Parameter

Model 68NS

Operating weight 5900kg
STD. Bucket capacity 0.26m3

Engine

Maker YANMAR

Model 4TNV98 EXPIKAC

Rated output 40.2kW/2400min -1

Working  Performance

Swing speed 9 rpm
Travel speed 2.6/4.6km/h
Gradeability 30°

42kN
Hydraulic System

Pressure 20.6MPa

64.6L/min×2+46.1L/min
Oil Capacity

Fuel Tank Capacity 125L

70L

Dozer blade

Size 2000mm×350mm

Height 370mm/390mm

unit：mm

A B C D E F G H I J K L

5860 1720 2500 2000 695 2565 370 400 2000 100 817 1710

A Maximum digging radius 6120

B

Maximum vertical digging depth

3850

C Maximum digging height 5950

D Maximum dumping height 4110

E

Maximum digging depth

2950

F Minimum swing radius 2220

unit：mm

KATOSCE (XIAMEN) CONSTRUCTION MACHINERY CO. ,LTD

Address:No.39 Huanzhu Road, North Industrial Area, Jimei District, Xiamen

Tel: 0086-592-6292222    Website: www.ihisce.com

SPECIFICATION　

DIMENSIONS　 WORKING RANGE　

Performance Parameter

Flow

Max. digging force

Hydraulic Oil Tank Capacity
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