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TB25R new energy tractor is equipped with Lead-acid batter composed by a vertical swing
arm suspension system for the front axel and the Shock absorber damping system with
spiral spring and hydraulic cylinder type shock absorption. The driving axel adopts the
vertical plate spring suspension system and multi-plate spring with hydraulic cylinder type
shock absorbing system. The tractor is widely used in airport, shipyard, railway station,
warehouse and other location for its excellent performance, beautiful outlook, convenient
driving experience, low noise, high reliability, and no revolution.

= B4 B Product Features

B Spiral spring and hydraulic cylinder type shock absorption system provides
B RAREEENEESXRIRSER, ILEREMFIR. Fi3; a stable and convenient driving experience.
B The precise Curtis controller has a self diagnosis function.

B XECURTISEHZHIRE, BHEESN, EEHEARZHSINMR;

The electric power re-circulation ball type steering system providing a easy

B RERNBHEREREAERS, DERYF, BABRERERE; and flexible steering operation with a nice return-ability.

B The micro-switch on the rear of the tractor provide a micro adjustment for the
B FRENERERNFX, BEEHMMBETIEE, BReFlRE; tractor to improve the working efficient.
B ESHORENERNKGH , SERSHTERNZe® B Vacuum booster hydraulic dual re-circulation four wheel braking system,

reliable and safe.
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TB25R Technical Parameter

1.01 EidIR= Model TB25R
1.02  #HAEd Power Type EFrith Battery
1.03 FEHFSIRE Rated Traction kg 25000
1.04 BE Service Weight kg 5000
" Resm  Omoworewemesr
2.01 2K (&%F3#) Overall Length mm 3605
2.02 b8 Overall Width mm 1440
203 EB% (BFEgT) Height mm 1450/1980
2.04 i 75 Wheelbase mm 2170
2.05 Eig=tial Front Overhang mm 615
2.06 BRI Rear Overhang mm 820
2.07 Wi (pilfE) Wheel Tread (F/R) mm 1180/1220
2.08 E5|EHEE (/L) Towing Coupler Height (Under/On) mm 304.8/400
2.09 B/NBHERR Ground Clearance mm 150
2.10 BRINETERIZR Turning Radius mm 3400
RS Performance Parameter
3.01 THERE (EH/ESE) Travel (Loaded/Unloaded) km/h 10/22
3.02 HIMARES FrontAxle Load kg 1680
3.03 BEHEAES Rear Axle Load kg 3320
3.04 mAZESIH Max Drawbar Pull kN 22
3.05 6km/h EER T &RKES|H Max Drawbar Pull @ 6km/h kN 13
3.06  ZRIEFE Mileage km 52
3.07 HENIEE (& 3125t 10km/hZEiE ) Braking Distance (Full Draw @10km/h) m <55
I
4.03 EiRES Rated Output kW 23
4.04 FERsE Rated Torque N-m 106.5
4.05 IR Rated Speed r.p.m 2063
406  FMERE Rated Voltage v 55
407  FERR Rated Current A 295
EBit Battery
5.01 Eill Type 45 ESE B3t Lithium iron phosphate Battery
5.02 BES= Voltage/Capacity V/Ah 80/550
J 4 25 Controller
6.01 TERBIE Working Voltage v 80
6.02 HEAILIEER Max Working Current A 540
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B CANBHRXRELEDINE, BRESEX,
EARFIBHIED KK S ;

[l CAN, LED Meter, Integrated display,EMC
and Water-dust prevention.

3
B SETHFHY, SOLRRMA, HHEIEE,
PIRIRAE;
[l Vehicle transmission, fluorescent display,
lock-out function for mistake operation.

Vehicle Dimensions

TB25

B SmFAXEEMEETINE, FlHES;

B Micro-switch for micro adjustment with high
efficiency.
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